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Abstract

The economical deployment of satellites to high energy earth orbits is crucial to the ultimate
success ofthis.mtion's commercial space ventures and is highly desirable for deep space planetary

a large shroud. The current design uses liquid hydrogen as the propellant and employs two inflatable
16%24" elliptical off-axis parabalic solar collectors to focus sunfight-onto a tungsten/rhenium
windowless black body type absorber. .The concentration factor on this design is projected to be
approximately 1800:1 for the primary collector and 2 42-1 for the secondary collector for an ov

concentration factor of nearly 4400:1. 'Iheeugine,whichisaboutm&ceaseﬁicientasthebdt ,

aurrently available chemical engines, produces 2 pounds of thrust with a specific impulse (1sp) of 860
sec. Transfer times to GEO arcpmjectedtobeonmeordcrofone month. The launch and deployed
configurations of the STUS are shown below.

All aspects of the stage were studied for technical feasibility. The results indicate that the
design, development, and operation of the solar thermal upper stage is feasible; however, it was found
{hat there are several components which will need advanced technology development. In particular,
tungsten material fabrication methodologies will need to be developed in order to produce an
absorber which will be able to withstand the thermal cycling resulting from the numerous startups and
shutdowns required of the engine. Tungsten is a notoriously difficult material to work with and the
successful production of an STUS absorber will require that innovative fabrication techniques be
mastercd along with the possible use of vacous rungsten/rhenium alloys. Optical calculations
performed to date on the absorber indicate that it is quite important to maintain good pointing
accuracy (< 0.4%) to prevent hot spots from appearing on the absorber cavity's walls, The absorber
nominal operating conditions have the outlet hydrogen gas temperature set at 2540°K at a pressure
of 172 kPa. Maximum wall temperature are calculated to be 7K. '
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, The solar collectors, which are used to concentrate the sun's diffuse solar energy onto the
absorber, will also require an advanced technology development effort. In particular, the
manufacturing and testing for controllability of large, inflatable, uitraviolet (UV) rigidized structures
will be required. It is crucial that the focused sunlight be directed both stably and accurately at the
solar absorber to achieve the required hydrogen gas temperatures. In order to reduce the weight of
the collector and to package it in a small volume, the entire collector assembly is inflatable. Itis
deployed pneurnatically and rigidized after exposure to the solar UV radiation. The parabolic off-axis
reflector consists of an aluminized polyamide film and a clear polyamide canopy held in place by a
low pressure gas.

Also necessary for the operational upper stage development arc the developments of
composite tank and fluid management technologies for cryogenic propellants. Because of the
relatively long transfer times required by the STUS, long term storage of liquid hydrogen is required.
The number of engine burns and the weight sensitive nature of the entire vehicle are all major drivers
for the fluid management system and affect its interaction with the thermal control and feed systems.
In addition, the propellant management system must provide the absorber with a range of precise flow
rates since the absorber will be operating close to its creep stress rupture limits and will be
undergoing continual thermal cycling as the spacecraft moves in and out of earth's shadow, The feed
system as currently envisioned is a single fault tolerant pressure fed system using the tank pressure
form the cryogenic hydrogen tank. Two absotbers feed a single nozzle to minimize boundary layer
losses.

~Based on this point design, the total development cost for the STUS is estimated to be
approximately $100M dollars. The first unit cost is estimated to-be $15M dollars with $11M and
$OM for the 10th and 25th unit respectively. These urit costs reflect savings of 14% to 26% over
current systems.
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